
GENERAL NOTES 

Revised November 10, 2016 

ANY CHANGES TO THESE NOTES SHOULD BE CLOUDED ON THE PLAN SET.  

CITY CONTACTS: 
ENGINEERING MAIN LINE:    512-528-2766 
PLANNING DEPARTMENT:   512-528-2750 
PUBLIC WORKS MAIN LINE:  512-259-2640 
STORMWATER INSPECTIONS:  512-285-0055 
UTILITIES MAIN LINE:   512-259-1142 
UTILITIES ON-CALL:   512-690-4760 
 

1. THE CONTRACTOR SHALL VERIFY ALL DEPTHS AND LOCATIONS OF EXISTING UTILITIES PRIOR 

TO ANY CONSTRUCTION.  ANY DISCREPANCIES WITH CONSTRUCTION PLANS FOUND IN THE 

FIELD SHALL BE BROUGHT IMMEDIATELY TO THE ATTENTION OF THE ENGINEER. 

2. THE CONTRACTOR SHALL CONTACT THE TEXAS EXCAVATION SYSTEM AT 1-800-344-8377 FOR 

EXISTING UTILITY LOCATIONS 48 HOURS PRIOR TO THE START OF CONSTRUCTION.  THE 

CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL UTILITIES THAT ARE TO BE EXTENDED, 

TIED TO, CROSSED, OR ALTERED; OR SUBJECT TO DAMAGE/INCONVENIENCE BY THE 

CONSTRUCTION OPERATIONS. 

3. CONTACT THE CITY OF LEANDER PUBLIC WORKS DEPARTMENT FOR EXISTING WATER AND 

WASTEWATER LOCATIONS 48 HOURS PRIOR TO CONSTRUCTION. 

4. ANY CHANGES OR REVISIONS TO THESE PLANS MUST FIRST BE SUBMITTED TO THE CITY BY 

THE DESIGN ENGINEER FOR REVIEW AND WRITTEN APPROVAL PRIOR TO CONSTRUCTION OF 

THE REVISION. 

5. A TRAFFIC CONTROL PLAN, IN ACCORDANCE WITH THE TEXAS MANUAL ON UNIFORM 

TRAFFIC CONTROL DEVICES, SHALL BE SUBMITTED TO THE CITY FOR REVIEW AND APPROVAL 

PRIOR TO ANY PARTIAL OR COMPLETE ROADWAY CLOSURES.  TRAFFIC CONTROL PLANS 

SHALL BE SITE SPECIFIC AND SEALED BY A REGISTERED PROFESSIONAL ENGINEER.  LANE 

CLOSURES ON ARTERIALS AND ANY FULL ROAD CLOSURES REQUIRE MESSAGE BOARDS 

NOTIFYING THE PUBLIC ONE WEEK PRIOR TO THE CLOSURE.  

6. NO WORK IS TO BE PERFORMED BETWEEN THE HOURS OF 6:00 P.M. AND 7:00 A.M.  THE 

CITY INSPECTOR RESERVES THE RIGHT TO REQUIRE THE CONTRACTOR TO UNCOVER ALL 

WORK PERFORMED WITHOUT INSPECTION.  FURTHER, THERE IS A NOISE ORDINANCE IN 

EFFECT FOR CONSTRUCTION ACTIVITY BETWEEN THE HOURS OF 9 PM AND 7 AM.  REQUESTS 

FOR EXCEPTIONS TO THE ORDINANCE MUST BE MADE TO LEANDER CITY COUNCIL. 

7. CONTACT THE CITY INSPECTOR 4 DAYS PRIOR TO WORK TO SCHEDULE ANY INSPECTIONS ON 

WEEKENDS OR CITY HOLIDAYS. 

8. NO STREET LIGHTS OR SIGNS OF ANY KIND ARE TO BE PLACED WITHIN ANY SIDEWALKS. 

9. NO BLASTING IS ALLOWED. 



10. ANY EXISTING UTILITIES, PAVEMENT, CURBS, SIDEWALKS, STRUCTURES, TREES, ETC., THAT 

ARE DAMAGED OR REMOVED SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AT NO 

COST TO THE OWNER. 

11. THE CONTRACTOR SHALL GIVE THE CITY OF LEANDER 48 HOURS NOTICE BEFORE BEGINNING 

EACH PHASE OF CONSTRUCTION.  CONTACT ASSIGNED CITY INSPECTOR. 

12. A PRE-CONSTRUCTION CONFERENCE SHALL BE HELD WITH THE CONTRACTOR, DESIGN 

ENGINEER/PERMIT APPLICANT AND THE CITY OF LEANDER REPRESENTATIVES PRIOR TO 

INSTALLATION OF EROSION/SEDIMENTATION CONTROLS AND TREE PROTECTION MEASURES 

AND PRIOR TO BEGINNING ANY WORK.  THE CONTRACTOR SHALL NOTIFY THE CITY OF 

LEANDER PLANNING DEPARTMENT PLANNING COORDINATOR AT LEAST THREE (3) DAYS 

PRIOR TO THE MEETING DATE. 

13. THE CONTRACTOR AND ENGINEER SHALL KEEP ACCURATE RECORDS OF ALL CONSTRUCTION 

THAT DEVIATES FROM THE PLANS.  THE ENGINEER SHALL FURNISH THE CITY OF LEANDER 

ACCURATE “RECORD DRAWINGS” FOLLOWING THE COMPLETION OF ALL CONSTRUCTION.  

THESE “RECORD DRAWINGS” SHALL MEET THE SATISFACTION OF THE ENGINEERING 

DEPARTMENTS PRIOR TO FINAL ACCEPTANCE 

14. WHEN CONSTRUCTION IS BEING CARRIED OUT WITHIN EASEMENTS, THE CONTRACTOR 

SHALL CONFINE HIS WORK TO WITHIN THE PERMANENT AND TEMPORARY EASEMENTS.  

PRIOR TO ACCEPTANCE, THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING ALL 

TRASH AND DEBRIS WITHIN THE PERMANENT EASEMENTS.  CLEANUP SHALL BE TO THE 

SATISFACTION OF THE ENGINEER. 

15. CONTRACTOR TO LOCATE, PROTECT, AND MAINTAIN BENCHMARKS, MONUMENTS, 

CONTROL POINTS AND PROJECT ENGINEERING REFERENCE POINTS. RE-ESTABLISH 

DISTURBED OR DESTROYED ITEMS BY REGISTERED PROFESSIONAL LAND SURVEYOR IN THE 

STATE OF TEXAS, AT NO ADDITIONAL COST TO OWNER. 

16. THE CONTRACTOR SHALL PROTECT ALL EXISTING FENCES. IN THE EVENT THAT A FENCE MUST 
BE REMOVED, THE CONTRACTOR SHALL REPLACE SAID FENCE OR PORTION THEREOF WITH 
THE SAME TYPE OF FENCING TO A QUALITY OF EQUAL OR BETTER THAN THE ORIGINAL 
FENCE. 

17. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE LATEST CITY OF AUSTIN 

STANDARD SPECIFICATIONS.  CITY OF AUSTIN STANDARDS SHALL BE USED UNLESS 

OTHERWISE NOTED IN DETAILS. 

18. ALL CONSTRUCTION OPERATIONS SHALL BE ACCOMPLISHED IN ACCORDANCE WITH 
APPLICABLE REGULATIONS OF THE U.S. OCCUPATIONAL SAFETY AND HEALTH 
ADMINISTRATION (OSHA). OSHA STANDARDS MAY BE PURCHASED FROM THE GOVERNMENT 
PRINTING OFFICE; INFORMATION AND RELATED REFERENCE MATERIALS MAY BE PURCHASED 
FROM OSHA, 1033 LA POSADA DR. SUITE 375, AUSTIN, TEXAS 78752-3832. 

19. ALL MATERIALS AND CONSTRUCTION PROCEDURES WITHIN THE SCOPE OF THIS CONTRACT 

WHERE NOT SPECIFICALLY COVERED IN THE PROJECT SPECIFICATIONS SHALL CONFORM TO 

ALL CITY OF LEANDER DETAILS AND CITY OF AUSTIN STANDARD SPECIFICATIONS. 

20. PROJECT SPECIFICATIONS TAKE PRECEDENCE OVER PLANS AND SPECIAL CONDITIONS 

GOVERN OVER TECHNICAL SPECIFICATIONS. 



21. HOT MIX ASPHALTIC CONCRETE PAVEMENT SHALL BE MINIMUM THICKNESS OF 2 INCHES 

WITH NO RECYCLED ASPHALT SHINGLES CONTENT. 

22. CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER OF ANY QUESTIONS THAT MAY 

RISE CONCERNING THE INTENT, PLACEMENT, OR LIMITS OF DIMENSIONS OR GRADES 

NECESSARY FOR THE CONSTRUCTION OF THIS PROJECT. 

23. CONTRACTOR SHALL BE RESPONSIBLE FOR ACQUIRING ALL PERMITS, TESTS, APPROVALS AND 

ACCEPTANCES REQUIRED TO COMPLETE CONSTRUCTION OF THIS PROJECT. 

24. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COORDINATION BETWEEN HIMSELF AND 

OTHER CONTRACTORS AND UTILITIES IN THE VICINITY OF THE PROJECT.  THIS INCLUDES GAS, 

WATER, WASTEWATER, ELECTRICAL, TELEPHONE, CABLE TV AND STREET DRAINAGE WORK.  

ONCE THE CONTRACTOR BECOMES AWARE OF A POSSIBLE CONFLICT, IT IS THE 

CONTRACTOR’S RESPONSIBILITY TO NOTIFY THE ENGINEER WITHIN TWENTY-FOUR (24) 

HOURS. 

25. THE CONTRACTOR MUST OBTAIN A CONSTRUCTION WATER METER FOR ALL WATER USED 

DURING CONSTRUCTION.  A COPY OF THIS PERMIT MUST BE CARRIED AT ALL TIMES BY ALL 

WHO USE WATER.  

26. CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING ROADS AND DRIVES ADJACENT TO AND 

NEAR THE SITE FREE FROM SOIL, SEDIMENT AND DEBRIS.  CONTRACTOR WILL NOT REMOVE 

SOIL, SEDIMENT OR DEBRIS FROM ANY AREA OR VEHICLE BY MEANS OF WATER.  ONLY 

SHOVELING AND SWEEPING WILL BE ALLOWED.  CONTRACTOR WILL BE RESPONSIBLE FOR 

DUST CONTROL FROM THE SITE. 

27. THE CITY OF LEANDER SHALL NOT BE PETITIONED FOR ACCEPTANCE UNTIL ALL NECESSARY 

EASEMENT DOCUMENTS HAVE BEEN SIGNED AND RECORDED. 

28. AN ENGINEER’S CONCURRENCE LETTER AND RECORD DRAWINGS SHALL BE SUBMITTED TO 

THE ENGINEERING DEPARTMENT PRIOR TO THE ISSUANCE OF CERTIFICATE OF COMPLETION 

OR SUBDIVISION ACCEPTANCE.  THE ENGINEER AND CONTRACTOR SHALL VERIFY THAT ALL 

FINAL REVISIONS AND CHANGES HAVE BEEN MADE TO THE DIGITAL COPY PRIOR TO CITY 

SUBMITTAL.  RECORD CONSTRUCTION DRAWINGS, INCLUDING ROADWAY AND ALL UTILITIES 

SHALL BE PROVIDED TO THE CITY IN DIGITAL FORMAT AS AUTOCAD “.DWG” FILES, 

MICROSTATION “.DGN” FILES OR ESRI “.SHP” FILES ON CD ROM.  LINE WEIGHTS, LINE TYPES 

AND TEXT SIZE SHALL BE SUCH THAT IF HALF-SIZE PRINTS (11”X17”) WERE PRODUCED, THE 

PLANS WOULD STILL BE LEGIBLE.  ALL REQUIRED DIGITAL FILES SHALL CONTAIN A MINIMUM 

OF TWO CONTROL POINTS REFERENCED TO THE STATE PLANE GRID COORDINATE SYSTEM – 

TEXAS CENTRAL ZONE (4203), IN US SURVEY FEET AND SHALL INCLUDE ROTATION 

INFORMATION AND SCALE FACTOR REQUIRED TO REDUCE SURFACE COORDINATES TO GRID 

COORDINATES IN US SURVEY FEET 

29. TREES IN EXISTING ROW SHOULD BE PROTECTED OR NOTED IN THE PLANS TO BE REMOVED. 

CONSTRUCTION SEQUENCE NOTES 

1. … 

2. … 



3. … 

 

EROSION CONTROL NOTES 

1. THE CONTRACTOR SHALL INSTALL EROSION/SEDIMENTATION CONTROLS AND TREE PROTECTIVE 

FENCING PRIOR TO ANY WORK (CLEARING, GRUBBING OR EXCAVATION).  CONTACT 

STORMWATER INSPECTOR FOR ON SITE INSPECTION PRIOR TO BEGINNING CONSTRUCTION. 

2. THE CONTRACTOR IS REQUIRED TO INSPECT THE CONTROLS AND FENCES AT WEEKLY INTERVALS 

AND AFTER SIGNIFICANT RAINFALL EVENTS TO ENSURE THAT THEY ARE FUNCTIONING 

PROPERLY.  THE PERSON(S) RESPONSIBLE FOR MAINTENANCE OF CONTROLS AND FENCES SHALL 

IMMEDIATELY MAKE ANY NECESSARY REPAIRS TO DAMAGED AREAS.  SILT ACCUMULATION AT 

CONTROLS MUST BE REMOVED WHEN THE DEPTH REACHES SIX (6) INCHES. 

3. THE TEMPORARY SPOILS DISPOSAL SITE IS TO BE SHOWN IN THE EROSION CONTROL MAP.   

4. ANY ON-SITE  SPOILS DISPOSAL SHALL BE REMOVED PRIOR TO ACCEPTANCE UNLESS 

SPECIFICALLY SHOWN ON THE PLANS.  THE DEPTH OF SPOIL SHALL NOT EXCEED 10 FEET IN ANY 

AREA. 

5. ALL AREAS DISTURBED OR EXPOSED DURING CONSTRUCTION SHALL BE RESTORED WITH A 

MINIMUM OF 6 INCHES OF TOPSOIL AND COMPOST BLEND.  TOPSOIL ON SINGLE FAMILY LOTS 

MAY BE INSTALLED WITH HOME CONSTRUCTION.  THE TOPSOIL AND COMPOST BLEND SHALL 

CONSIST OF 75% TOPSOIL AND 25% COMPOST.  

6. SEEDING FOR REESTABLISHING VEGETATION SHALL COMPLY WITH THE AUSTIN GROW GREEN 

GUIDE OR WILLIAMSON COUNTY'S PROTOCOL FOR SUSTAINABLE ROADSIDES (SPEC 164--WC001 

SEEDING FOR EROSION CONTROL).  RESEEDING VARIETIES OF BERMUDA SHALL NOT BE USED.  

7. STABILIZED CONSTRUCTION ENTRANCE IS REQUIRED AT ALL POINTS WHERE CONSTRUCTION 

TRAFFIC IS EXITING THE PROJECT ONTO EXISTING PAVEMENT. LINEAR CONSTRUCTION PROJECTS 

MAY REQUIRE SPECIAL CONSIDERATION. ROADWAYS SHALL REMAIN CLEAR OF SILT AND MUD. 

8. TEMPORARY STOP SIGNS SHOULD BE INSTALLED AT ALL CONSTRUCTION ENTRANCES WHERE A 

STOP CONDITION DOES NOT ALREADY EXIST. 

9. IN THE EVENT OF INCLEMENT WEATHER THAT MAY RESULT IN A FLOODING SITUATION, THE 

CONTRACTOR SHALL REMOVE INLET PROTETION MEASURES UNTIL SUCH TIME AS THE 

WEATHER EVENT HAS PASSED. 

 

WATER AND WASTEWATER NOTES 

1. PRESSURE TAPS SHALL BE IN ACCORDANCE WITH CITY OF LEANDER STANDARD SPECIFICATIONS.  

THE CONTRACTOR SHALL PERFORM ALL EXCAVATION, ETC. AND SHALL FURNISH, INSTALL AND 

AIR TEST THE SLEEVE AND VALVE.  A CITY OF LEANDER INSPECTOR MUST BE PRESENT WHEN 

THE CONTRACTOR MAKES A TAP, AND/OR ASSOCIATED TESTS.  A MINIMUM OF TWO (2) 

WORKING DAYS NOTICE IS REQUIRED.  “SIZE ON SIZE” TAPS WILL NOT BE PERMITTED UNLESS 

MADE BY THE USE OF AN APPROVED FULL-CIRCLE GASKETED TAPPING SLEEVE.  CONCRETE 



BLOCKING SHALL BE PLACED BEHIND AND UNDER ALL TAP SLEEVES A MINIMUM OF 24 HOURS 

PRIOR TO THE BRANCH BEING PLACED INTO SERVICE. BLOCKING SHALL BE INSPECTED PRIOR TO 

BACKFILL. 

2. FIRE HYDRANTS ON MAINS UNDER CONSTRUCTION SHALL BE SECURELY WRAPPED WITH A 

BLACK POLY WRAP BAG AND TAPED INTO PLACE.  THE POLY WRAP SHALL BE REMOVED WHEN 

THE MAINS ARE ACCEPTED AND PLACED INTO SERVICE. 

3. CURVILINEAR WASTEWATER DESIGN LAYOUT IS NOT PERMITTED. 

4. THRUST BLOCKING OR RESTRAINTS SHALL BE IN ACCORDANCE WITH THE CITY OF LEANDER 

STANDARD SPECIFICATIONS AND REQUIRED AT ALL FITTINGS PER DETAIL OR MANUFACTURES 

RECOMMENDATION.ALL FITTINGS SHALL HAVE BOTH THRUST BLOCKING AND RESTRAINTS.  

5. MANDREL TESTING WILL BE REQUIRED ON ALL WASTEWATER PIPE.  PER TCEQ, THIS TEST MUST 

BE CONDUCTED AFTER THE FINAL BACKFILL HAS BEEN IN PLACE AT LEAST 30 DAYS. 

6. ALL NEWLY INSTALLED PIPES AND RELATED PRODUCTS MUST CONFORM TO AMERICAN 

NATIONAL STANDARDS INSTITUTE/NATIONAL SANITATION FOUNDATION (ANSI/NSF) STANDARD 

61 AND MUST BE CERTIFIED BY AND ORGANIZATION ACCREDITED BY ANSI 

7. TRENCH BACKFILL MUST BE COMPACTED BY FLOODING THE TRENCHES.  . 

8. ALL WATER SERVICE, WASTEWATER SERVICE AND VALVE LOCATIONS SHALL BE APPROPRIATELY 

STAMPED AS FOLLOWS: 

WATER SERVICE “W” ON TOP OF CURB 
WASTEWATER SERVICE “S” ON TOP OF CURB 
VALVE   “V” ON TOP OF CURB 
 

9. TOOLS FOR STAMPING THE CURBS SHALL BE PROVIDED BY THE CONTRACTOR.  OTHER 

APPROPRIATE MEANS OF STAMPING SERVICE AND VALVE LOCATIONS SHALL BE PROVIDED IN 

AREAS WITHOUT CURBS.  SUCH MEANS OF STAMPING SHALL BE SPECIFIED BY THE ENGINEER 

AND ACCEPTED BY THE CITY OF LEANDER 

10. ALL PLASTIC PIPES FOR USE IN PUBLIC WATER SYSTEMS MUST BEAR THE NATIONAL SANITATION 

FOUNDATION SEAL OF APPROVAL (NSF-PW) AND HAVE AN ASTM DESIGN PRESSURE RATING OF 

AT LEAST 200 PSI. 

11. NO PIPE OR FITTING WHICH HAS BEEN USED FOR ANY PURPOSE OTHER THAN THE CONVEYANCE 

OF DRINKING WATER SHALL BE ACCEPTED OR RELOCATED FOR USE IN ANY PUBLIC DRINKING 

WATER SUPPLY. 

12. TYPCIAL DEPTH OF COVER FOR ALL WASTEWATER LINES SHALL BE 48” MINIMUM, WATER LINES 

SHALL BE 36” MINIMUM UNDER BOTH PAVEMENT AND NATURAL GROUND.  STORM SEWER 

SHALL BE 24” MINIMUM UNDER NATURAL GROUND  

13. THE HYDROSTATIC LEAKAGE RATE SHALL NOT EXCEED THE AMOUNT ALLOWED OR 

RECOMMENDED BY AWWA FORMULAS. 

14. ALL WATER MAINS, DISTRIBUTION LINES AND SERVICE LINES SHALL BE INSTALLED IN 

ENCASEMENT PIPE UNDERNEATH EXISTING STREETS AND OTHER PAVED SURFACES UNLESS 

APPROVED WITH PLANS. 



15. ALL MECHANICAL RESTRAINTS SHALL BE INSTALLED IN ACCORDANCE WITH THE 

MANUFACTURER’S INSTRUCTIONS. 

16. WHERE WATER LINES CROSS WASTEWATER LINES AND THERE IS LESS THAN 9 FEET CLEARANCE 

BETWEEN LINES, THE WASTEWATER LINE SHALL BE PLACED SO THAT THE WASTEWATER PIPE 

SECTION IS CENTERED ON THE WATER LINE AND CONSTRUCTED IN ACCORDANCE WITH TCEQ 

CHAPTERS 217.53(b) AND 290.44(e) 

17. PIPE MATERIAL FOR WATER MAINS SHALL BE PVC (AWWA C-900/905 MIN.200 PSI PRESURRE 

RATING), OR DUCTILE IRON (AWWA C-100 MIN. 200 PSI PRESSURE RATING).  WATER SERVICES 

(2” OR LESS) SHALL BE POLYETHYLENE TUBING (BLACK, 200PSI, SDR-(9) 

18. PIPE FOR PRESSURE WASTEWATER MAINS SHALL BE PVC (AWWA C-900), GREEN AND MARKED 

FOR SEWER.  PIPE MATERIAL FOR GRAVITY WASTEWATER MAINS SHALL BE PVC (ASTM D2241, 

D3034 MAX. SDR-26 OR PS115 F679) OR FIBERGLASS WITH PIPE STIFFNESS OF 72 PSI PER COA 

SPL WW-509. 

19. ALL FIRE HYDRANT LEADS SHALL BE DUCTILE IRON PIPE (AWWA C100 PRESSURE CLASS 350) 

20. INTERIOR SURFACES OF ALL DUCTILE IRON POTABLE OR RECLAIMED WATER PIPE SHALL BE 

CEMENT-MORTAR LINED AND SEAL COATED AS REQUIRED BY AWWA C104.  

21. ALL IRON PIPE AND FITTINGS SHALL BE WRAPPED WITH MINIMUM 8-MIL POLYETHYLENE. 

22. THE CONTRACTOR SHALL CONTACT THE ENGINEERING DEPARTMENT INSPECTOR AT 528-2700 

AT LEAST 48 HOURS PRIOR TO CONNECTING TO THE EXISTING WATER LINES. 

23. ALL MANHOLES SHALL BE CONCRETE WITH CAST IRON RING AND COVER.  TAPPING OF 

FIBERGLASS MANHOLES SHALL NOT BE ALLOWED. 

24. EXISTING MANHOLES MODIFIED BY CONSTRUCTION ACTIVITY SHALL BE TESTED FOR LEAKAGE 
BY VACUUM. ANY EXISTING MANHOLE WHICH FAILS TO PASS THE VACUUM TEST SHALL BE 
CLOSELY EXAMINED BY THE INSPECTOR AND THE CONTRACTOR TO DETERMINE IF THE 
MANHOLE CAN BE REPAIRED. THEREAFTER, THE CONTRACTOR SHALL EITHER REPAIR OR 
REMOVE AND REPLACE THE MANHOLE AS DIRECTED.  

25. PIPE CONNECTIONS TO EXISTING MANHOLES AND JUNCTION BOXES SHALL BE CONSTRUCTED IN 
ACCORDANCE WITH CITY OF AUSTIN SPECIFICATION 506.5.F. 

26. LINE FLUSHING OR ANY ACTIVITY USING A LARGE QUANTITY OF WATER MUST BE 
COOORINATED WITH THE PUBLIC WORKS DEPARTMENT. 

27. THE CONTRACTOR, AT HIS EXPENSE, SHALL PERFORM STERILIZATION OF ALL CONSTRUCTED 

POTABLE WATER LINES AND SHALL PROVIDE ALL EQUIPMENT (INCLUDING TEST GAUGES), 

SUPPLIES (INCLUDING CONCENTRATED CHLORINE DISINFECTING MATERIAL), AND NECESSARY 

LABOR REQUIRED FOR THE STERILIZATION PROCEDURE.  THE STERILIZATION PROCEDURE SHALL 

BE MONITORED BY CITY OF LEANDER PERSONNEL.  WATER SAMPLES WILL BE COLLECTED BY 

THE CITY OF LEANDER TO VERIFY EACH TREATED LINE HAS ATTAINED AN INITIAL CHLORINE 

CONCENTRATION OF 50 PPM.  WHERE MEANS OF FLUSHING IS NECESSARY, THE CONTRACTOR, 

AT HIS EXPENSE, SHALL PROVIDE FLUSHING DEVICES AND REMOVE SAID DEVICES PRIOR TO 

FINAL ACCEPTANCE BY THE CITY OF LEANDER. 

28. SAMPLING TAPS SHALL BE BROUGHT UP TO 3 FEET ABOVE GRADE AND SHALL BE EASILY 

ACCESSIBLE FOR CITY PERSONNEL.  AT THE CONTRACTORS’ REQUEST, AND IN HIS PRESENCE, 

SAMPLES FOR BACTERIOLOGICAL TESTING WILL BE COLLECTED BY THE CITY OF LEANDER NOT 



LESS THAN 24 HOURS AFTER THE TREATED LINE HAS BEEN FLUSHED OF THE CONCENTRATED 

CHLORINE SOLUTION AND CHARGED WITH WATER APPROVED BY THE CITY. 

29. TESTING SHALL BE PERFORMED FOR ALL WASTEWATER PIPE INSTALLED AND PRESSURE PIPE 

HYDROSTATIC TESTING OF ALL WATER LINES CONSTRUCTED.  THE OWNER’S CONTRACTOR 

SHALL PROVIDE ALL EQUIPMENT (INCLUDING PUMPS AND GAUGES), SUPPLIES AND LABOR 

NECESSARY TO PERFORM THE TESTS.  THE CONTRACTOR SHALL NOTIFY THE CITY OF LEANDER 

ENGINEERING DEPARTMENT NO LESS THAN 48 HOURS PRIOR TO PERFORMING STERILIZATION, 

QUALITY TESTS, OR PRESSURE TESTS.  A CITY OF LEANDER INSPECTOR SHALL BE PRESENT FOR 

ALL TESTS AND SHALL BE PAID FOR BY THE OWNER/CONTRACTOR.  THESE SERVICES ARE PAID 

FOR AT THE TIME OF CONSTRUCTION PLAN SUBMITTAL. 

30. THE CONTRACTOR SHALL NOT OPEN OR CLOSE ANY VALVE UNLESS AUTHORIZED BY THE CITY OF 

LEANDER. 

31. ALL VALVE BOXES AND COVERS SHALL BE CAST IRON. 

32. ALL WATER VALVE COVERS ARE TO BE PAINTED BLUE. 

33. ALL WATER METER BOXES SHALL BE:  

a. SINGLE  DFW37F-12-1CA, OR EQUAL 

b. DUAL DFW39F-12-1CA, OR EQUAL 

34. SAND, AS DESCRIBED IN AUSTIN SPECIFICATION ITEM 510 PIPE, SHALL NOT BE USED AS 

BEDDING FOR WATER AND WASTEWATER LINES.  ACCEPTABLE BEDDING MATERIALS ARE PIPE 

BEDDING STONE, PEA GRAVEL AND IN LIEU OF SAND, A NATURALLY OCCURRING OR 

MANUFACTURED STONE MATERIAL CONFORMING TO ASTM C33 FOR STONE QUALITY AND 

MEETING THE FOLLOWING GRADATION SPECIFICATION: 

SIEVE SIZE  PERCENT RETAINED BY WEIGHT 

 1/2”   0 

 3/8”   0-2 

 #4   40-85 

 #10   95-100 

35. THE CONTRACTOR IS HEREBY NOTIFIED THAT CONNECTING TO, SHUTTING DOWN, OR 

TERMINATING EXISTING UTILITY LINES MAY HAVE TO OCCUR AT OFF-PEAK HOURS.  SUCH 

HOURS ARE USUALLY OUTSIDE NORMAL WORKING HOURS AND POSSIBLY BETWEEN 12AM AND 

6 AM.   

36. ALL WASTEWATER CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE TEXAS COMMISSION 

ON ENVIRONMENTAL QUALITY (TCEQ) REGULATIONS, 30 TAC CHAPTER 213 AND 30 TAC 

CHAPTER 217, AS APPLICABLE.  WHENEVER TCEQ AND CITY OF LEANDER SPECIFICATION 

CONFLICT, THE MORE STRINGENT SHALL APPLY. 

37. MANHOLES SHALL BE COATED PER CITY OF AUSTIN SPL WW-511 (Raven 405 or Spraywall).  
38. DENSITY TESTING FOR TRENCH BACKFILL LOCATED WITHIN THE LIMITS OF THE PAVED AREA IS 

TO BE DONE IN 12” LIFTS EVERY 500’ AND AT LEAST ONCE PER LINE SEGMENT 

39. ALL GRAVITY WASTEWATER MAINS TO BE TESTED BY CAMERA AND PAID FOR BY THE 

CONTRACTOR. CAMERA TESTING FOR WASTEWATER LINES IN ROADWAY SHALL OCCUR BEFORE 



PAVING.  CONTRACTOR SHALL PROVIDE THE CITY WITH A DVD COPY OF THE FULL CAMERA 

INSPECTION. 

40. RECLAIMED AND RECYCLED WATER LINE SHALL BE CONSTRUCTED OF "PURPLE PIPE."  ALL 

RECLAIMED AND RECYCLED WATER VALVE COVERS SHALL BE SQUARE AND PAINTED PURPLE.    

STREET AND DRAINAGE NOTES 

1. ALL SIDEWALKS SHALL COMPLY WITH THE AMERICANS WITH DISABILITIES ACT.  THE CITY OF 

LEANDER HAS NOT REVIEWED THESE PLANS FOR COMPLIANCE WITH THE AMERICANS WITH 

DISABILITIES ACT, OR ANY OTHER ACCESSIBILITY LEGISLATION, AND DOES NOT WARRANTY OR 

APPROVE THESE PLANS FOR ANY ACCESSIBILITY STANDARDS. 

2. PRIOR TO ACCEPTANCE THE ENGINEER SHALL SUBMIT DOCUMENTATION THAT THE 

IMPROVEMENTS WERE INSPECTED BY TDLR OR A REGISTERED ACCESSIBLITY SPECIALIST (RAS) 

AND ARE IN COMPLIANCE WITH THE REQUIREMENTS OF THE TABA. 

3. CONTRACTOR SHALL PROVIDE QUALITY TESTING FOR ALL INFRASTRUCTURES TO BE ACCEPTED 

AND MAINTAINED BY THE CITY OF LEANDER AFTER COMPLETION.  THE CONTRACTOR SHALL 

NOTIFY THE CITY OF LEANDER ENGINEERING DEPARTMENT AT 528-2700 NO LESS THAN 48 

HOURS PRIOR TO ANY TESTING. 

4. BACKFILL BEHIND THE CURB SHALL BE COMPACTED TO OBTAIN A MINIMUM OF 95% MAXIMUM 

DENSITY TO WITHIN 6” OF TOP OF CURB.  MATERIAL USED SHALL BE PRIMARILY GRANULAR 

WITH NO ROCKS LARGER THAN 6” IN THE GREATEST DIMENSION.  THE REMAINING 6” SHALL BE 

CLEAN TOPSOIL FREE FROM ALL CLODS AND SUITABLE FOR SUSTAINING PLANT LIFE  

5. A MINIMUM OF 6” OF TOPSOIL SHALL BE PLACED BETWEEN THE CURB AND RIGHT-OF-WAY AND 

IN ALL DRAINAGE CHANNELS EXCEPT CHANNELS CUT IN STABLE ROCK. 

6. DEPTH OF COVER FOR ALL CROSSINGS UNDER PAVEMENT, INCLUDING GAS, ELECTRIC 

TELEPHONE, CABLE TV, ETC., SHALL BE A MINIMUM OF 36” BELOW SUBGRADE. 

7. STREET RIGHT-OF-WAY SHALL BE GRADED AT A SLOPE OF ¼” PER FOOT TOWARD THE CURB 

UNLESS OTHERWISE INDICATED.  HOWEVER, IN NO CASE SHALL THE WIDTH OF RIGHT-OF-WAY 

AT ¼” PER FOOT SLOPE BE LESS THAN 10 FEET UNLESS A SPECIFIC REQUEST FOR AN ALTERNATE 

GRADING SCHEME IS MADE TO AND ACCEPTED BY THE CITY OF LEANDER PUBLIC WORKS 

DEPARTMENT. 

8. BARRICADES BUILT TO THE CITY OF LEANDER STANDARDS SHALL BE ERECTED ON ALL DEAD-END 

STREETS AND AS NECESSARY DURING CONSTRUCTION TO MAINTAIN JOB AND PUBLIC SAFETY. 

9. ALL REINFORCED CONCRETE PIPE SHALL BE MINIMUM CLASS III OF TONGUE AND GROOVE OR 

O-RING JOINT DESIGN.  

10. THE CONTRACTOR IS TO NOTIFY THE ENGINEERING INSPECTOR 48 HOURS PRIOR TO THE 

FOLLOWING TESTING:  PROOF ROLLING SUB-GRADE AND EVERY LIFT OF ROADWAY 

EMBANKMENT, IN-PLACE DENSITY TESTING OF EVERY BASE COURSE, AND ASPHALT CORES.  ALL 

OF THIS TESTING MUST BE WITNESSED BY A CITY OF LEANDER REPRESENTATIVE. 

11. THE CONTRACTOR MUST PROVIDE A PNEUMATIC TRUCK PER TXDOT SPEC FOR PROOF ROLLING.  



12. AT INTERSECTIONS WHICH HAVE VALLEY DRAINAGE, THE CROWNS OF THE INTERSECTING 

STREETS WILL CULMINATE IN A DISTANCE OF 40 FEET FROM INTERSECTING CURB LINE UNLESS 

OTHERWISE NOTED.   

13. AT THE INTERSECTION OF TWO 44’ STREETS OR LARGER, THE CROWNS OF THE INTERSECTING 

STREETS WILL CULMINATE IN A DISTANCE OF 40 FEET FROM INTERSECTING CURB LINE UNLESS 

OTHERWISE NOTED.  

14. A CURB LAYDOWN IS REQUIRED AT ALL POINTS WHERE THE PROPOSED SIDEWALK INTERSECTS 

THE CURB. 

15. ALL MACHINE-LAID CURB SHALL HAVE EXPANSION JOINTS AT 40’ INTERVALS. 

16. ALL STRIPING, WITH THE EXCEPTION OF STOP BARS, CROSS WALKS, WORDS AND ARROWS, IS TO 

BE TYPE II (WATER BASED).  STOP BARS, CROSS WALKS, WORDS AND ARROWS REQUIRE TYPE I 

THERMOPLASTIC. 

17. MANHOLE FRAMES, COVERS, VALVES, CLEAN-OUTS, ETC. SHALL BE RAISED TO GRADE PRIOR TO 

FINAL PAVEMENT CONSTRUCTION. 

18. CONTRACTOR SHALL NOTIFY THE LEANDER ENGINEERING DEPARTMENT AT 528-2700 AT LEAST 

48 HOURS PRIOR TO THE INSTALLATION OF ANY DRAINAGE FACILITY WITHIN A DRAINAGE 

EASEMENT OR STREET ROW.  THE METHOD OF PLACEMENT AND COMPACTION OF BACKFILL IN 

THE CITY’S ROW MUST BE APPROVED PRIOR TO THE START OF BACKFILL OPERATIONS. 

19. SECURE INLET COVERS TO INLETS WITH CHAINS. 

20. A STOP BAR SHALL BE PLACED AT ALL STOP SIGN LOCATIONS.  

21. A MINIMUM OF SEVEN DAYS OF CURE TIME IS REQUIRED FOR HMAC PRIOR TO THE 

INTRODUCTION OF PUBLIC VEHICULAR TRAFFIC TO ANY STREETS. 

22. THE GEOTECHNICAL ENGINEER SHALL INSPECT THE SUBGRADE FOR COMPLIANCE WITH THE 

DESIGN ASSUMPTIONS MADE DURING PREPARATION OF THE SOILS REPORT.  ANY 

ADJUSTMENTS THAT ARE REQUIRED SHALL BE MADE THROUGH REVISIONS OF THE 

CONSTRUCTION PLANS. 

23. GEOTECHNICAL INVESTIGATION INFORMATION AND PAVEMENT RECOMMENDATIONS WERE 

PROVIDED BY _________.   PAVEMENT RECOMMENDATIONS ARE AS FOLLOWS:  

TRENCH SAFETY NOTES 

1. TRENCH SAFETY SYSTEMS TO BE UTILIZED FOR THIS PROJECT ARE DESCRIBED IN ITEM 509S 

“TRENCH SAFETY SYSTEMS” OF THE CITY OF AUSTIN STANDARD SPECIFICATIONS AND SHALL BE 

IN ACCORDANCE WITH THE LAWS OF THE STATE OF TEXAS AND THE U.S. OCCUPATION SAFETY 

AND HEALTH ADMINISTRATION REGULATIONS. 

GRADING NOTES 

1. POSITIVE DRAINAGE SHALL BE MAINTAINED ON ALL SURFACE AREAS WITHIN THE SCOPE OF 

THIS PROJECT.  CONTRACTOR SHOULD TAKE PRECAUTIONS NOT TO ALLOW ANY PONDING OF 

WATER. 



2. THE CONTRACTOR SHALL CONSTRUCT EARTHEN EMBANKMENTS WITH SLOPES NO STEEPER 

THAN 3:1 AND COMPACT SOIL TO 95% OF MAXIMUM DENSITY IN ACCORDANCE WITH THE CITY 

OF AUSTIN STANDARD SPECIFICATIONS. 

3. AREAS OF SOIL DISTURBANCE ARE LIMITED TO GRADING AND IMPROVEMENTS SHOWN.  ALL 

OTHER AREAS WILL NOT BE DISTURBED. 

BENCHMARK NOTES 

1. [PROVIDE LOCATION DESCRIPTION] 

 


